Brushless Servomotors

TOE-XXXX series
Udc =320/560 VDC

Mmp

brandlabel motors 3 powerstages

General Description:
Compact design

Rare earth magnets
Resolver feed-back

Options:
Holding brake

Shaft keyway DIN 6885
Encoder feed-back

Intercontec-connectors Flying Leads
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Parameters T6-1350 T6-1900 T6-2200 T6-2900 T6-3500
DC Bus Voltage Udc V 320 | 560 320 | 560 320 | 560 320 | 560 560
Rated Torque Mn Nm 13 17 19 24 26
Rated AC Current I A 146 | 82 | 190 | 106 | 205 | 131 | 26,8 | 14,7 18,2
Stall Torque Mo Nm 13,5 19 22 29 35
Stall Current lo A 146 | 82 | 205 | 115 | 22,9 | 146 | 31,3 | 17,2 23,5
Peak Torque Mmax Nm 40,5 57 66 87 105
Peak AC Current lmax  |A 62 | 35 | 87 | 49 | 97 | 62 | 132 | 73 99
Rated Speed* NN mint 3000
Max. Mech. Speed Nmax  |min? 6000
Torque Constant Kt Nm/A 093] 165|093 | 165 | 096 | 1,51 | 0,93 | 1,69 1,49
Voltage Constant Ke V/1000 | 56 100 56 100 58 91 56 102 90
Resistance Ph-Ph Ren Q 0,34 | 1,20 | 0,19 | 0,61 | 0,27 | 0,41 | 0,09 | 0,31 0,16
Inductance Ph-Ph Lpn mH 4,2 135 | 28 9,0 2,6 6,4 1,7 5,6 3,2
El. Time Constant Tel ms 124 | 12,3 | 14,7 | 148 | 153 | 156 | 18,9 | 18,1 20,0
Therm. Constant Tin min 45 53 60 70 80
Inertia J kgcm2 13,1 18,7 21,5 32,8 46,0
Rated Brake Torque I Nm 36
Weight w/o Brake m kg 13,9 18,2 20,3 26,7 35,2
Weight with Brake M kg 16,8 21,1 23,2 29,6 38,1
Length w/o Brake K mm 201 235 252 310 378
Length with Brake K1 mm 254 288 305 356 424

* Windings for different rated speeds are available; parameter tolerance +/-10%

Protection Class
Electrical Connections
Thermal Protection
Rated Parameters
Motor Controller
Flange/Shaft

IP64, optional IP65 or IP67
Intercontec-Connectors (2 pcs)
PTC, optional thermal switch (normally closed type) tripping out at 140°C, KTY or NTC
Acc. to EN 60034-1, ambient temperature Ta= 40°C, cooling flange 65°C, temperature rise Tr= 110 K
Standard winding designed for power supply Ucc = 320 or 560 VDC, different execution optional

Acc. to DIN 42955 N, optional R

Specifications are subject to change without notice
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